Model 80 120 160 200

Min/max dought capacity Kg 8/80 10/120  10/160 10/200
Max. Flour capacit Kg 50 75 100 125
Bowl volume L 131 189 266 306
Floor to bowl rim height mm 881 930 946 946
Power of spiral tool motor kW 2.06/4.8 2.06/48 5.9/103 5.9/10.3
Power of bowl motor kW 0.55 0.55 0.75 0.75
Lenght (C) mm 1122 1248 1499 1560
Width (B) mm 694 775 879 940
Height (A) mm 1406 1522 1612 1612
Weight Kg 350 505 695 705

ATTENZIONE: Queste impastatrici a spirale sono adatte per impasti con idratazione superiore al 55%.
ATTENTION: These spiral mixers are only suitable for kneading mixtures with an humidity greater than 55%.
ATTENTION: Ces pétrins a spirale sont adaptées pour p&tes avec une hydratation au-dessus de 55%.

Le caratteristiche e le notizie tecniche sono indicative e non impegnative, |a ditta si riserva di apportare modifiche in qualsiasi momento e senza alcun preavviso.
Specification and technical data are informative and not binding, the company reserves the right to after them without prior notice and when they deem necessary.
Les caractéristiques et les données tecniques sont simplement indicatives et n'obligent pas la firme, I'entreprise qui réserve sont droit de modifier la production sans préavis.



